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Thick sauce filling combination machine

JQNJ12-4

Equipment

Itroduction
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Thick sauce filling combination machine JQNJ12-4
This machine is suitable for filling,

filling not more than 1000 grams of

various round can filling, canning,

using the plunger filling method, the

filling accuracy. Referring to the most

advanced sealing tank and filling

similar products in Switzerland, the

sealing filling combination machine

adopts the automatic pneumatic control

cover without tank contact, and the production capacity is touch screen control. It is

the ideal equipment for domestic canneries such as tomato sauce, honey and condensed milk

products.

technical parameter

Number of sealed cans: 4 Number of filling heads: 12

Production capacity: 80-1 5 0 cans / minute

applicable tank diameter: φ52.5mm-99mm applicable

tank height: H39-133mm Motor power: 7. 5KW weight:

45 00 KG Overall size: 3 000mm 1 600mm 2300mm

Electrical configuration

A. Touch screen: dimension control B. PLC: Dimension control

C. Frequency converter: sine D. proximity switch: Yifu door

E. Switch power supply: Ming Wei F. Relay: Omron

G. Circuit breaker: Chint H. Pressure reducing valve: Yadke

I. Power switch: Chint J. Contactor: Chint

K. Three-phase motor: Luan Xinshun L. Pneumatic butterfly valve: the

square valve

M. Cylinder: Yade passenger N. Solenoid valve: Yarker

O. Photoelectric switch: Bergafu
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